
Made with 
Pride and without 
Compromise in the USA 
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4235 
4235-116 

 
 
 
 

 
4335 
4335-116 

 
 
 
 
 
 
 

 
7400 Series Tip 
-see chart 

 
 
 

 
1500 Series Tip 
-see chart 

 
 
 
 
 

 
1500 Series Tip 
-see chart 

 

 
7400 Series Tip 
-see chart 

 
 

 
4200 Series Tip 
-see chart 

1101QD, Copper - 3/4" 

Water-Cooled 

(Includes: 

Insulator - 4061 

Insulator Clamp - 402 

Water Lines - MS4100 

Water Line Fittings- 4234 

Water Line Clamps - 1520005) 

 
36, Nozzle Body 
36-50B, Cone - 1/2" 
36-63, Cone - 5/8" 
36-75, Cone - 3/4" 

 
4491, Brass - 3/4" 
4591, Copper - 3/4" 

*4591HD, Copper - 3/4" 
*4591HDA, Copper - 3/4" 

 
4492, Brass - 9/16" 
4592, Copper - 5/8" 

*4592HD, Copper - 5/8" 

*4592HDA, Copper - 5/8" 

 
 

 
4391, Brass - 5/8" 
4393, Copper - 5/8" 

 
 
 

4392, Brass- 1/2" 
4394, Copper - 1/2" 

 
 

 
4295, Brass - 3/8" 
Tapered 

 
 

 

   
 
 
 
 
 

*Elliptical Series nozzles with "HD" at the end of the part number perform best in high heat applications. Those with "HDA" at the end of the part number 

perform best in high spatter applications. 
 

2.00 
[50.8 mm] 

 

 
4200 Series Tip 

4281 .035" (.9 mm) 

4299 .039" (1.0 mm) 

4282 .045" (1.2 mm) 

4283 .052" (1.4 mm) 

 

1.25 
[31.8 mm] 

 

 
7400 Series Tip 

7497 .023" (.6 mm) 

7488 .030" (.8 mm) 

7489 .035" (.9 mm) 

7496 .039" (1.0 mm) 

7490 .045" (1.2 mm) 

7498 .052" (1.4 mm) 

7491 1/16" (1.6 mm) 

7492 5/64" (2.0 mm) 

7493 3/32" (2.4 mm) 

7495 1/8" (3.2 mm) 

 

2.00 
[50.8 mm] 

 

 
1500 Series Tip 

1588 .030" (.8 mm) 

1589 .035" (.9 mm) 

1596 .039" (1.0 mm) 

1590 .045" (1.2 mm) 

1598 .052" (1.4 mm) 

1591 1/16" (1.6 mm) 

1592 5/64" (2.0 mm) 

1593 3/32" (2.4 mm) 

 

4435 

4423R 


